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Hochiki Analogue Common Mounting Base
(YBN-R3)

< ; Model YBN-R/3 isa Common Mounting Base, which is fully compatible
= with Hochiki’s ESP range of sensors. It is supplied with square cable

__/' = P‘ \ — \\ clamps for secure and reliable cable termination and is also capable
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- /“)’] * ‘7;-_%; et
,\XV (S
A @
\*‘\\ —

FEATURES TECHNICAL SPECIFICATION

. Electronics free

. Stainless steel contacts

. Takes 2.5mm2 cables

. Slim profile - only 8 mm

. Rugged wiring contacts

. Facility for remote indicator

. Quick connection via square cable clamps

Ordering Code

YBN-R/3 YBN-R/3(WHT)

Operating Temperature
Range

-10 °Cto +50 °C

Storage Temperature Range

-30°Cto+70°C

Maximum Humidity

95% RH - Non Condensing (at 40 °C)

Colour / Material

Ivory or White / ABS

»  Alsoavailable in white. Ingress Protection Rating 1P20
Weight (g) / Diameter (mm)/ | 50/100/8
Height (mm)
Fixing Centres (mm) 48 ~ 74

18-20 Stratfield Park, Elettra Avenue
Waterlooville, Hampshire, PO7 7XN

United Kingdom
www.eurotechfire.com

Maximum Wire Thickness

2.5 mm2 Cables

Operating Humidity

RH 95% non-condensing

Operating Temperature

-20°C to +40°C
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